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— —— \ _ GENERAL NOTES
EX. RIGHT OFW _:‘_—%]JJ—?__“: 47 e Bt S SR ) 14.5 1. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR UTILIZING MDSHA STANDARD TYPICALS FOR TRAFFIC CONTROL.
— ) g e W, )<k - @ 2. THE CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL UNDERGROUND UTILITIES PRIOR TO THE INSTALLATION OF PROPOSED
—— N} T VRS : ' B SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER. -
3. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST
ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD 816.03, MD £18.01. MD 818.02, MD B18.04.
EX EASEMENT THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
- 4. THE CONTRACTOR SHALL INTEGRATE PROPOSED CONCRETE FOUNDATIONS WITH NEW SIDEWALK ~/ RAMPS WHERE NECESSARY. THE FOUNDATIONS
EX. ASPHALT S/W SHALL BE FLUSH WITH AND PART OF THE FINAL CURB OR SIDEWALK GRADE TO INCREASE ACCESSIBLITY OF PUSHBUTTONS.
- 5. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ABANDONED ELECTRICAL CABLES.
CONSTRUCTION DETAILS 6. é%ENEEHiEé‘}’EIE%‘?E:&C SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE
A. INSTALL A 10 FT. BREAKAWAY PEDESTAL POLE WITH FOUNDATION SHA STD. MD. 801.01—-01, BREAKAWAY COUPLINGS. | \ 4 7. THE CONTRACTOR SHALL VERIFY THE PROPOSED POLE LOCATION(S) PRIOR TO INSTALLATION.
LED COUNTDOWN PEDESTRIAN SIGNAL HEAD,» ACCESSIBLE PUSHBUTTON (ARROW RIGHT) AND SIGN R10-3(1) “PUSH ‘ WY o) 8. THE CONTRACTOR SHALL CENTER THE PROPOSED CROSSWALKS ON NEWLY CONSTRUCTED RAMPS.
BUTTON TO CRDSS SOLOMON’S ISLAND ROAD” (NOTE: 1-2 IN. 90 DEGREE PVC BEND). L ™ 9. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MDSHA STANDARDS.
B. INSTALL A 10 FT. BREAKAWAY PEDESTAL POLE WITH FOUNDATION SHA STD. MD. 801.01-0D1, BREAKAWAY CODUPLINGS, : (R, = 10.LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MEET LOCATION REQUIREMENTS OF MUTCD SEC. 4FE.C9 AND FIG. 4E.2;
LED COUNTDOWN PEDESTRIAN SIGNAL HEAD. ACCESSIBLE PUSHBUTTON (ARROW LEFT) AND SIiGN R10-3(1) “PUSH 1O - AND THE NCHRP PUBLICATION, "ACCESSIBLE PEDESTRIAN SIGNALS: GUIDE TO BEST PRACTICE.” IF NOT MET. THE CONTRACTOR IS TOD STOP
BUTTON TO CROSS SOLOMON’S ISLAND ROAD” (NOTE: 1-2 IN. 90 DEGREE PVC BEND). vl < WORK ON PUSHBUTTON LOCATIONS UNTIL THE CONFLICT HAS BEEN RESDLVED. IF NEEOED, A DESIGN WAIVER SHALL BE OBTAINED. APPROVED
C. INSTALL A 10 FT. BREAKAWAY PEDESTAL POLE WITH FOUNDATION SHA STD. MD, 801.01-01, BREAKAWAY COUPLINGS., Y - BY JHE DIRECTOR, OFFICE OF TRAFFIC AND SAFETY.
LED COUNTDOWN PEDESTRIAN SIGNAL HEAD. ACCESSIBLE PUSHBUTTON (ARROW RIGHT) AND SIGN R10-3(1) "PUSH ® o 11.PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A PERSON IN A WHEELCHAIR FROM A 60 IN. x 60 IN. LEVEL
BUTTON TO CROSS STOAKLEY ROAD” (NOTE: 1-2 IN. 90 DEGREE PVC BEND). % g EQNEéﬁﬁLA%Ag?Nn DOES NOT HAVE TO REACH MORE THAN 18 IN. A LEVEL LANDING AREA IS AN AREA WITH A CROSS SLOPE OF LESS THAN
0. HNSTALL LED SOUNTOONN PEDESTRIAN SIGNAL HEAD, ACCESSIBLE PEDESTRIAN FUSHBUTTON (ARROW LEFT) AND SIGN S o 12.THE 10 FT. MINIMUM SEPARATION BETWEEN PUSHBUTTONS IS TO BE MEASURED FROM FACE OF PUSHBUTTON TO FACE OF PUSHBUTTON. NOT
E. INSTALL LED MODULES IN EXISTING SIGNAL HEAD. -‘l<\ 13 gE%EBT%NPEEEDLE ﬁEET-FfR OF POLE.
F. CONSTRUCT 5 IN. CONCRETE SIDEWALK (5 FT. WIDEJ. . 0 BE TURNED PARALLEL TO THE CROSSWALK FOR WHICH THEY ARE INTENDED.
G. CONSTRUCT SHA STD. MD 655.12 SIDEWALK RAMP WITH DETECTABLE WARNING SURFACE SHA STD. MD 655.40. E%hlé Egﬁ%}xgﬁésgﬁhEAORE%SQTNBSREgﬁlﬂézaguﬁggggugggwiﬂOETT%EIBE‘:QEETIﬁgﬁ%umON'
i ?QEETSE%IE%S&E%QL}&E %EEE[F—{MLE$TBIEINSHEFERE§.W”H DETECTABLE WARNING SURFACE SHA STD. MD 655.40 16.THE CONTRACTOR SHALL REMOVE ANY PAVEMENT MARKINGS LOCATED WITHIN PROPOSED CROSSWALKS.-
J. REMOVE EXISTING SIDEWALK RAMP AND CONSTRUCT NEW SIDEWALK RAMP (SEE DETAIL ON GENERAL INFORMATION SHEET).
L. INSTALL 12/ 1. “HEAT ABPLIED WHITE SERWANENT PREFONMED | THENMOSCASIIC PAVEMENT MARKINGS FOR CROSSWALK
. . G
(SEE NOTE 16:. STATE CF MARYLAND
M. REMOVE EXISTING PAVEMENT MARKINGS AND INSTALL 24 IN. HEAT APPLIED WHITE PERMANENT PREFORMED DEPARTMENT OF TRANSPORTATION
THERMOPLASTIC PAVEMENT MARKINGS FOR STOPLINE.
N. ADJUST EXISTING HANDHOLE TO GRADE. V4 STATE HIGHWAY ADMINISTRATION
Pt D3E ERISTING STRALN POLE. . " ' TOD NO: XX347-12 ' 1t OFFICE OF TRAFFIC & SAFETY
Q. USE EXISTING HANDHOLE, . SHA NO: CA309A54/854 TRAFFIC ENGINEERING DESIGN DIVISION
R. USE EXISTING BASE MOUNTED CABINET. MD 2-4 @ Stoakley Rd/Hospital Drive ,
5. USE EXISTING SPAN WIRE. MD 2-4 (SOLOMON'S ISLAND RCAD) AT
_— N STOAKLEY ROAD /HOSPITAL ROAD
PRINCE FREDERICK, MARYLAND
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